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HIGH-QUALITY 800-b/s VOICE PROCESSING ALGORITHM

1. INTRODUCTION

The linear predictive coder (LPC) operating at 2400 bits per second (b/s) is being widely deployed
to support tactical voice communication over narrowband (approximately 3 kHz) channels. One example
of the LPC is the Advanced Narrowband Digital Voice Terminal (ANDVT or AN/USC-43(V)) for
tri-service tactical application. According to the latest estimate, the Navy is procuring 11,900 ANDVTs.
Another example is the Subscriber Terminal Unit — third generation (STU-III) used by the civilian sector
of the Government. All told, a large number of 2400-b/s LPCs will be in operation, and they will be

in service well into the next century.

Recently, however, voice processors operating at much lower data rates than 2400 b/s (i.e., 600 to

800 b/s) have been sought for various specialized applications:

Increased tolerance to bit errors — The intelligibility of the 2400-b/s LPC degrades rather
quickly in the presence of bit errors. With 3% random errors, the intelligibility
decreases to below 79, a level often described as having "poor intelligibility.” To
increase the tolerance to bit errors, error protection code is added to the very-low-data-
-rate (600 to 800 b/s) speech for transmission at 2400 b/s. Some years ago, we studied
this approach [1]. We have been told that this approach is currently being considered for
implementation in the United States and abroad. We are providing the 800-b/s voice
algorithm for this effort.

Low probability of intercept (LPI) — If the speech data rate is lower, we can transmit
speech over channels having a smaller bandwidth and/or shorter time interval. Thus, an
indispensable element of an LPI voice system is a voice processor operating at very low
data rates. A great deal of effort is in progress to implement LPI voice terminals.

Narrowband voice/data integration — Recently, voice/data integration has drawn much
attention. If the channel capacity is 2400 b/s, digital data can be transmitted simulta-
neously with voice data by removing perceptually insignificant bits from the 2400-b/s
LPC bit stream and replacing them with digital data. We investigated this method a few
years ago [2]. According to our experiments, digital data up to 80 b/s can be transmitted
simultaneously with voice data without degrading speech intel'igibility or causing
operational incompatibility with other 2400-b/s LPCs that do not have this capability.
If we encode speech below 2400 b/s, however, we can transmit more digital data
simultaneously with voice. Currently, the Navy is developing a narrowband voice/data
integration capability through the Shared Adaptive Inter-Networking Technology (SAINT)
program. We are contributing voice algorithms for this effort. '

Manuscript approved October 1, 1990,
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In this report we describe an 800-b/s voice processor for these applications. The intelligibility of this
voice processor is 92 as measured by the Diagnostic Rhyme Test (DRT) for the reference condition (i.e.,
noise-free speech using three male speakers). This is the highest score achieved by an 800-b/s voice
processor to this date under the same reference condmon This result compares favorably with the
2400-b/s LPC of just a few years ago.

We wrote this report for three groups of people: program managers and sponsors who are actively
involved in the transfer of voice technology to working hardware; communication-architecture planners
wko are interested in the state of the art of voice encoders; and independent researchers who develop
voice processors. We hope that this report provides some useful information to these individuals.

2. BACKGROUND

In this report, we chose 800 b/s as the data rate for encoding speech because this is the lowest data
rate at which we can achieve "very good” intelligibility, as shown in Fig. 1. A data rate of 800 b/s is
not a standard transmission rate (i.e., 75"b/s, n = 1, 2, ... ). For the three applications previously
mentioned, however, the 800-b/s voice data will be supplemented with other data prior to transmission.
Therefore, the output data rate will be a standard rate.

For the past 10 years we have been investigating voice encoders operating at 800 b/s (Fig. 1).
Speech intelligibility has increased almost 10 points during this time. Since a data rate of 800 b/s is
approximately 1% of the data rate associated with unprocessed speech, some degradation of speech is
inevitable. But some of our early 800-b/s voice processors were rather unintelligible. Once, we played
the game “battleship™ over a two-way link by using a real-time 800-b/s voice processor (1984 version
listed in Fig. 1). The speech intelligibility was so low that some listeners could not discriminate between
a hit or a miss.

Some low-data-rate voice processors are still inferior. Recently (May 1, 1990), we read about a
600-b/s voice processor that achieved a DRT score of only 76.0. Many critical factors must be carefully

examined to achieve an acceptable voice quality at these low data rates. We discuss these critical factors
in’succeeding sections.

Low-data-rate voice processors (operating at data rates of 2400 b/s or below) use a simple electric
analog of the human voice system to synthesize speech (Fig. 2). The speech model shown in Fig. 2(b)
can be controlled by as few as 13 parameters. Despite its simplicity, the model is capable of providing
adequate communicability, particularly for experienced tactical communicators.

The ali-pole filter is the most frequently used vocal tract filter. According to our tests, the all-pole
filter is the most efficient and reliable form of the vocal tract filter because the poles are dependent only
on past input speech samples. Pole-zero vocal tract filters have been mentioned in the past. According
to our experimentation, however, the inclusion of a few zeros in the vocal tract filter has not markedly
improved speech intelligibility or quality. Furthermore, estimation of zeros are not that reliable because

. the zeros are dependent on the estimated past output samples; thus, estimated output errors tend to
significantly affect the subsequent zerc estimation.

In the past, the excitation signal for low-data-rate voice processors has been either a pulse train (to
generate voiced speech) or random noise (to generate unvoiced speech). Recently, spectrally shaped
random noise has been added to the voiced excitation signal, and spikes have been superimposed on the
unvoiced excitation signal at speech onset {11]. The addition of random noise in the voiced excitation -
signal produces sustained vowels that sound less "buzzy" because the speech waveform does not repeat
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Fig. 1 — Low-data-rate voice processors developed at the Naval Research Labortory. Real-time processors
are identified by (V). As shown, intelhigibility of 800-b/s encoded speech has scadily improved over the
years {3-10].. The most striking difference between the two most recent processers and the others is the use
of speech parameters called "line spectrum pairs (LSPs)” rather than refloction cocflicicnts: (RCs) used in
the 2400-b/s LPC. The descriptors “very good,” "good,” “fair,” etc. have boen adopted by the DoD Digital
Voice Processor Consortium.
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Fig. 2 — Human speech production system and a simple clectrical analog used to generate 800-b/s speech.
All the speech parameters except the pitch period are updated approximately SO times a secord.

exactly from one pitch period to the next (as in natural speech). On the other hand, the addition of spikes
in the unvoiced excitation (only at the onset of stop consonants) produces stop consonants that are
appropriately abrupt. Years ago, “cat” often sounded like "hat” because of a lack of spikiness in the
unvoiced excitation at the onset of stop consonants. This is no longer the case.

3. TECHNICAL APPROACH

The simple speech model shown in Fig. 2(b) has been successfully implemented at a data rate of 2400
b/s. For experienced communicators, it is an acceptable system. The 2400-b/s system updates all the
parameters at each frame. We followed this basic principle in our 800-b/s voice processor. Thus, none
of the speech parameters are encoded differentially in our 800-b/s voice processor; therefore, an error
in one frame will not affect subsequent frames. OQur approach is summarized as follows:

¢ Pitch period — The pitch resolution is typically 20 steps per octave over three octaves.
We reduced it to 12 steps per octave over a pitch range slightly less than three octaves
(i.e., pitch period from 20 to 120 sampling time intervals). Thus, the pitch is encoded
to a five-bit quantity (i.e., 32 possible combinations). Furthermore, we transmit the pitch
‘period once every other frame because the pitch contour does not change radicaily during
normal conversation. The pitch resolution is coarser than that of the 2400-b/s LPC, but

it is not discernible to casual listeners. Note that the entire five bits are transmitted every
other frame.

¢ Amplitude parameter — The amplitude resolution of a 2400-b/s LPC is typically 1.875
dB per step over a 60 dB dynamic range (i.c., a five-bit quantity or 32 possibilities). By
jointly (or vectorially) encoding amplitude parameters from two adjacent frames, we
achieved a 10-bit amplitude resolution over two frames by using only nine bits, A saving
of one bit per two frames is realized by excluding improbable amplitude transitions from
one frame to the next. Certain amplitude transitions (viz., a 60 dB loudness variation in

4
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20 ms) are improbable because our lungs and vocal tract cannot prodace such: an extreme
loudness change in such a short time. Note that each amplitude index is associated with
two amplitude values, one each from two adjacent frames. Thus, in effect, we transmit
one amplitude jvdue in each frame, similar to the 2400-b/s LPC.

® Filter coefficients — The 10 filter coefficients for the 2400-b/s LPC are quantized
individually m 41 bits (i.e., 21.2 trillion spectral combinations). These filter
parameters are capable of reproducing speech as well as noaspeech sounds. We can
reduce the Wba of bits to encode filter parameters through a pattern-matching
technique (i.e., vector quantization) in which the reference templates contain filter
coefficients generated by only human voices. Furthermore, if we jointly encode filter
coefficients of two consecutive frames, we not only eliminate filter coefficients capable
of producing mnspeech sounds from the coding table, but we also eliminate improbable
filter coefficient transitions associated with normal speech. We used this two-dimensional
vector quantization (called matrix quantization) in our 800-b/s voice processor. Note that
we transmit two LSP vectors in two frames.

® Voicing decision — In general, voiced speech spectra and uavoiced speech spectra are
recognizably Qiﬁerent., For example, no voiced speech spectra are without the first
formant frequency. For the first time, we have embedded the voicing decision with the
filter coefficients.
1

Figure 3 is a' block diagram of our 800-b/s voice encoder. As noted, 2 number of blocks are also
used in the 2400-b/s LPC, but they are not discussed in this report. The blocks unique to 800-b/s voice
encoding are discusseq in the remainder of this report.

-

|
4. CRITICAL FACTORS

Frame Size ‘

Frame size is the time interval between parameter updates. In the past, frame size was often
determined after considering the number of bits required to encode all the parameters per frame. This
is not a good duign approach because there is a preferred value for frame size in terms of speech
intelligibility for voice processors that use an artificial excitation signal (i.e., pitch-excited vocoders such
as the 2400 LPC and the 800-b/s voice processor). In these voice processors, rapid speech changes can

be reproduced only by rapid filter and amplitude parameter updates. Intelligibility is adversely affected
by slow speech onsets.

Contrary to the conventional design practice, we fixed the frame rate first, based on the highest
speech intelligibility attainable for the pitch-excited vocoder, then computed the number of bits necessary
to encode speech parameters at 800 b/s. There are many ways to eacode speech parameters efficiently,
but speech degradauon vesulting from improper frame size is irreversible.

Some years ago, % study was conducted to investigate the relationship between frame size and speech
intelligibility [13]. According to this study, a marked speech degradation occurs as the frame size
increases from 20 v» 30 ms. Recently, we also examined the effect of frame size on speech intelligibility
as measured by the DRT. By using a 10-tap LPC without parameter quantization, we obtained DRT
scores for three frame sizes: 17.5 ms, 20 ms, and 22.5 ms (Fig. 4). (As indicated in Fig. 4, a frame
of 20 ms is the preferred choice.)
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Fig. 3 — Block diagram of our 800-b/s LPC. The thin-lined boxes are also used in the 2400-b/s LPC {12]. Therefore, they
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(Our choice)
Excellent
96 — ¥
2400-b/s LPC uses
a 22.5-ms frame

N

NN

Speech Intelligibility
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Fig. 4 — Frame size vs speech intelligibility. This figure shows DRT scores
for a 10-tap LPC with three diffcrent frame sizes. Most 2400-b/s voice
processors have a frame size of 22.5 ms, but the preferred size is 20 s (which
is used in our 800-b/s voice processor). It is significant that a pitch-excited
LPC that uses an artificial excitation signal (i.c., a pulse train for voiced
speech or random noise for unvoiced speech) can achieve & DRT score of 95

Number of Filter Coefficients

The number of filter coefficients is also « ciitical factor for the pitch-excited vocoder because the
spectral envelope of synthesized speech is determined solely by the filter coefficients. The choice of an
optimum number of filter coefficients, however, is not as straightforward as the choice. of an optimum
frame size because the choice is directly related to the pitch period of the speech waveform. For
example, 16 coefficients provide higher speech quality than 10 coefficients for low-pitch male voices (see
Fig. 5) because they approximate the speech spectral envelope more faithfully; they produce more focused
speech sounds, particularly for sustained vowels.

On the other hand, 16 coefficients will- generate reverbcrant speech for mgh-pltch female voices
because 16 coefficients tend to characterize sparsely spaced pitch harmonics rather than the spectral
envelope (see Fig. 6). It is significant to note that the LPC spectrum does not approximate the speech
spectral envelope of a female voice as well as that of a male voice. This is because the speech waveform
has more pitch epochs per frame, and the prmcuple of linear prediction does not hold well near the pnch
epoch where the ongoing speech waveform is disturbed by the glottis emumn

In terms of lmelligibility. however, the number of coefficients (between 10 md 16} is not too
sensitive for both male and female voices. A larger number of coefficients iuigroves the spectra of
sustained vowels rather than the fast-changing speech onsets that affect the DRT scores. We thmk that
10 coefficients is an adequate choice for the 800-b/l -voice processor.

v/

AN
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Fig. 5§ — Male voice speech spectrum with superimposed LPC spectrum taken from the
sustained vowel in the word /show/. As noted, the LPC spectrum approximates the
speech spectral envelope more accurately when the number of coefficients is increased
from 10to0 16. Pitch harmonics of a low-pitch male voice are closcly spaced, as shown
in this figure, thus, the LPC spectrum cannot follow pitch harmonics (which is good).
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Fig. 6 — Female voice speech spectrum with superimposed LPC spoctrum taken from
the sustsined vowel in the word /yes/. The 16-tap LPC spectrum tends to: follow pitch
harmonics rather than the spectral envelope. The resuliant specch is reverberant. For:
female voices, § o 12 coefficients are adequate.

Spectral Tilt Equalization (Adaptive Preemphasis)

A clear ringing voice has more high-frequency energies (Fig. 7(a)) because of favorable glottis and
vocal tract characteristics; these include: glottis closes instantly (i.e., wideband excitation); glottis closes
completely (i.e., good "on-and-off” contrast); and vocal tract is not lossy G.e., no speech: leakage from
the nasal passages). On the other hand, certain voices have weak upper bands (Fig. 7(b)) because their
glottis and vocal characteristics do not produce high-frequency energies.
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»

- Fig. 7 — Speech spectra of the vowel /a/ in "way" from two different persons. Figure 7(a) is an

cxample of a clear and ringing voice that is not casily drowned by ambicnt noise (good voice for

cocktail partics). Figure 7(b) represents a typical aging voice that lacks high-frequency energics.

The LPC analysis disfavors the speech spectrum that is heavily tilted. Thus, LPC analysis is
usuaily preceded by preem;hasis (high-frequency boosting), often using a single-zero filter, 1 -
(31/32)z 1,

10
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We know that LPC analysis does not work as well for speech signals having weak upper-frequency
components. Therefore, LPC analysis is often preceded by preemphasis (high-frequency boost). Usually,
a fixed preemphasis is used. Since the magnitude of the spectral tiit varics from person to person,

~ adaptive preemphasis is preferred in which the amount of high-frequency boost is controlled by the - -

amount of spectral tilt of the input speech.

Adaptive preemphasis is accomplished by a single-zero filter with =n adaptive filter weight:

ya) = xGi) - 8 x(i - 1) 1)

where 8 is the adaptive-preemphasis factor, and x(i{) and y(i) are the input and output speech samples.
We chose £ to be the coefficient of the first-order linear predictor because it approximates the speech

envelope by a single variable, and this variable contains mainly information regarding the spectral tilt.
Thus,

I 2 OF Gl Y) I
0.5{Elx*()] + EIG-1)1}

@

where E[.] signifies the running average of the past history when using a single-pole low-pass filter. The
feedback gain of the low-pass filter is a critical factor. We recommend a feedback gain somewhere

between 0.990 and 0.995, which is large enough for the output be more dependent on the speaker’s vocal
timber than speech itself.

The theoretical range of § in Eq. (2) is —1.0 to 1.0. If the speech signal generates § values around
0.5 or less, the speech waveform already has strong high-frequency components (i.e., unvoiced fricatives
Isl, Ishl, Ichl, etc.); hence, no further preemphasis is needed. Therefore, we let 0.5 be the minimum °
value of 8 for the preemphasis operation defined by Eq. (1).

The purpose of adaptive preemphasis is to reduce the variability of the spectraf tilt from one voice
to another. Thus, adaptive preemphasis is expected to produce a fewer number of unique spectral
templates for a given population size. As a result, each spectral template will represent a speech sound
from a greater number of people. To verify this hypothesis, we collected spectral templates (detailed
procedures are discussed later) from five sentences each from 54 males and 12 females. The total number
of spectral patterns with a fixed preemphasis was 37,172, whereas the total number of spectral patterns
with an adaptive preemphasis was 34,032 (8.4% reduction). This is a sizable reduction in template sizes.
Significantly, speech intelligibility is not degraded by adaptive preemphasis..

Lastly, the adaptive preemphasis factor (8) is not transmitted. In essence, the adaptive preemphasizer
is a signal conditioner at the front-end of the voice processor. At the receiver, fixed deemphasis (with
a deemphasis factor of 0.75), similar to the conventional 2400-b/s LPC, is used.

LSPs as Filter Parameters

As noted in Fig. 1, the intelligibility of 800-b/s voice processors improves significantly afier LSPs
are used as filter parameters. LSPs have been gaining interest because their intrinsic properties permit
more efficient encoding than the better-known reflection coefficients (RCs):.

_® Frequency-selective spectral error — An error in one member of the LSPs affects the
spectrum only near that frequency (i.e., frequency selective). Thus, LSPs may be

11
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quantized in accordance with properties of auditory perception (i.e., coarser representa-
tion of the higher-frequency components of the speech-spectral envelope).

. Unequal spectral-error sensitivity — For a given LSP set, spectral-error sensitivity of
each line spectrum can be determined easily (as will be shown). Thus, fewer bits are
needed to encode spectrally less sensitive LSPs.

We have presented various aspects of LSPs in an NRL report [9]. In this secticn we present essential
aspects of LSPs beneficial to low-bit-rate speech encoding.

Computational Procedures

LSPs are obtained by transforming the prediction coefficients generated by the linear predictive

analysis. In linear predictive analysis, a speech sample is represented as a linear combination of past
samples. Thus,

10
=Y ak)x, +¢, 3)

k=l

where x; is the ith speech sample, a(k) is the kth prediction coefficient (PC), and ¢, is the ith error
(prediction residual) sample. The LPC analysis filter, A{z), that transforms speech samples to residual
samples is expressed by '

10

A(z) =1 -Y a(k)z* [LPC Analysis Filter] O]
ke}

where z”/ is a one-sample delay operator.

A(z) may be decomposed to a set of two transfer functions, one having an even symmetry and the
other having an odd symmetry. This can be accomplished by taking a difference and sum between A(2)

and its conjugate function 4°(z) (i.¢., the transfer function of the filter whose impulse response is a mirror
image of A(z)). Thus,

PG) = A@Z) + 2" 4°@)  [Sum Filter] 3
and '

Q@) = A@) -z A°(z)  [Difference Filter] . 6
Table 1 lists the coefficients of both sum and difference filters.
The impulse response of the sum filter has an even symmetry with respect to its midpoint (see Table

1 or Fig. 8). The filter has six roots along the unit circle, as indicated by small squares in the z-plane

shown in Fig. 8. A real root located at 4 kHz is extraneous. The frequencies corresponding to these
roots are upper LSP frequencies.

12




NRL REPORT 9301

Table 1 — Coefficients of Sum and Difference Filters, P&z} and Q(z), for the
10th-order LPC Analysis Filter

Sum Filter

Didterence Filter

P(1)=1,

P(2) = -[ PC(1) + PC(10)]
P@3)=-[ PC(2)+ PC(9) |
P(4) = - [ PC(3) + PC(8) ]
P(5)=-[ PC(4) + PC(7) ]
P(6) =-[ PC(5) + PC(8) ]

Q)= 1.

Q) = -{ PC(1)-PC(10)]
Q) = - [ PCRA-PC(9) |
) - -[ PCE)-PC@®) |
Q(s) = -[ PCA)-PC(7) |
Q(6) = -{ PCIS)-PC(6) }

P(7)=-[ PC(6)+PC(5) ] =P(6)
P@®) =-[ PC(7)+ PC(4) ) =P(5)
P(9)=-[ PC(8)+PC(3) | =P(4)
P(10) = -{ PC(9) + PC(2) ] =PQ)
P(11) = - [PC(10) + PC(1) ] = P(2)
P(12) = 1. = P(1)

Q[7) = -[ PCE)-PC(s) ] =~ O
Q@) = -[ PC(A)-PC(4) | =~ Q)
Q@) = -[ PC(8}-PCE) ] =~ QA4
Q(10) = - [ PCE-PCR) ] = -3
Q(11) = - [PC(10}-PC(1) 1= -Q2)
Q12)= -1. =-Q(1)

i
l -PCI(Z) -PC@) -pc(s) “PC® _pc(i0)
i 1 | ]

1 pcs) poen o
-PC(S) .pC(ny .
PC(l) -PCA) M -pc9)

(a) LPC Analysis Filter, A(z)

|I1|L|.
1

r L]
(b) Mirror Image of (a), A*(z) 5
Unit Circle of z-plane
1 11 1 l —> 3
| y i 1
(c) = (a) + (b), Sum Filter, P(z) LSPs
l 1 2 [ I

Ill 1 I—’.

(d) = (a) - (b), Difference Filter, Q(z)

Fig. 8 — Decomposition of LPC analysis-fiker impulse response. The LPC analysis filier shown in Fig. 8(s) is replaced by
the sum and difference fikkers shown in Figs. 8(c) and 8(d). No information is lost threugh this' decomposition because Fig. 8(a)
can be reconstructed from Figs. 8(c) and 8(d). An advantage of using the sum-and-difference fillers is thet their roots are located
along the unit circle of the complex z-plane. Thus, root finding noeds a one-dimonsissat sesrch.
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The impulse response of the difference filter has an odd symmetry with respect to its midpoint (see
Table 1 or Fig. 8). The filter also has six roots along the unit circle, as .ndicated by small circles in the
z-plane shown in Fig. 8. A real root at 0 Hz is extraneous. The frequenci2s corresponding to these roots
are lower LSP frequencies.

The LPC analysis filter, reconstructed by the use of these two filters, is
A®) = (1/2)[P@) + 0()]  [LPC Analysis Filter] {7

in which the roots of P(z) and Q(z) are LSPs. Th+ amount of computation required to convert the PCs
to LSPs is substantial. Any root-finding technique that relies on convergence of the solution is not
reccmmended for real-time voice encoding because it is difficult to estimate the computation time since
the number of iterations to obtain a solution varies significantly from one coefficient set to another.

In the past various methods of converting from prediction coefficients (PCs) to LSPs have been
studied. One interesting example is the use of Chebyshev polynomials [14]. We also developed an
algorithm for converting PCs to LSPs. The algorithm requires a fixed amount of computation for each
conversion. The algorithm has been implemented for real-time operation by using Texas Instruments’
TMS320C25 fixed-point microprocessor and, more recently by using TMS320C30 floating-point
microprocessor and the SKYBOLT (INTEL i860) acceleration board.

PC-10-LSP Conversion

LSPs are null frequencies associated with the frequency responses of sum and difference filters, P(z)
and Q(z). The null frequencies are obtained by local minima of the frequency responses as the frequency
is scanned from O to 4 kHz at a 20 Hz step. Each null frequency is refined through a parabolic
interpolation by using three consecutive spectral points.

To reduce computations, we first remove the extraneous roots at 2 = | and z = -1. They are
ime-invariant, and they contain no speech information that can be factored out. Then both sum and
difference filters have even-symmetric impulse responses. Real-root removed sum and difference filters
are obtained from

P@) = (1 + 7)PPQ) (8)

and
Q@) = (1 - 27Y000). ()]

The coefficients for PP(z) and QQ(z) are obtained by polynomial division. Table 2 lists the resuits.
As noted in the table, the impulse responses of the real-root removed P(z) or ((z) are even symmetric,
and only six values are unique.” '

*Even symmetry of PP(z) given in Table 2 may be proven by the following steps:
PP(7) = P(7) - PP(6)

= P(6) - PP(6) (See Table 1 for P(T) = P(6)]
= P(6) - {P(6) - PP(3)] [See Table 2 for PP(6) = P(6) - PP(5)}
= PP(5)

PP(8) = PP(4), or QQ(8) = QQ(4), etc, can be proven by a similar procedure.
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Table 2 — Coefficients of Real-Root Removed Sum and Difference Filters,

PP(z) and QQ(z)

Real-Root Removed Sum Filter Real-Root Removed Difference Filter

PP(1)= 1, gg((;;- 1.

PP(2)= p(2)-PP(1) = Q2)+00Q(1)

PP(3)= P(3)-PP(2) QQB3)= a3)+0Qz)

PP(d) = D(4)-PP(3) QQ(4) = Q(4)+0Q(3)

PP(S)= P(s)- PP(4) QQ5)= Qf5) +QQ(4)

PP(6)= P(6)- PP(5) QQi6)= Q6) +0Q(s)

PP(7) = P(7)- PP(6) = PP(S) QA) = Q(7) +QQ(6) = AX(S)

PP(8)= P(@)-PP(7) = PP(4) QQ8) = (8) + QQ(7) = QO(4)

PP(9)= p(g)- PP(8) = PP(3) . QQ(9) = Qrg)+0Q(8) = QAR)
PP(10) = p(10) - PP(9) = PP(2) QQ(10) = a(10) « QQ(3) = QCH2)
PP(11)= 1. = PP{1) QQ(11) =1, = QO(1)

Since P(z) and Q(z) are related to prediction coefficients (see Table 1), PP(z) and QQ(z) can be
expressed directly in terms of prediction coefficients. Table 3 lists the results.

Table 3 — Coefficients of Real-Root Removed, Sum and Difference Filters
in Terms of Prediction Coefficients

Real-Root Removed Sum Filter Real-Root Removed Difference Filter
PP(1)= 1. Qo(1) = 1.
PP(2) = - [PC(1) + PC(10)] - PP(1) QO{2) = - [PC(1) - PC(10)] + QQ(1)
PP(3) = - [PC(2) + PC(9)] - PP(2) QQQE) = - [PCR2)-PC(9)] + QQ(2)
PP(4) = - [PC(3) + PC(8)] - PPQ3) QQ(4) = - {PC3) - PC(8)] + QQ(3)
PP(S) = - [PC(4) + PC(7)] - PP(4) QO(5) = - [PCi4)- PC{T} + QO(4)
PP(6) = - [PC(S) + PC(6)] - PP(5) QU(6) = - [PC{5)-PC(6)] + QQ(5)
PP(T) = PP(5) QA7) = QQ(S)
PP(8) » PP(4) QQ(8) « QQ(4)
PP(9)= PP(3) QO(9) = QQ3)

PP(10) » PP(2) QQ(10) = QQ(2)

PP(11) = PP(1) QQ(11) = QQ(1)

LSPs can be determined by the null frequencies of the amplitude responses of (real-root removed)
sum and difference fiiters. A direct Fourier transform (not FFT) can be used for computing the spectra
based on the first six time samples listed in Table 3. A frequency step of 20 Hz is adequate.

The amplitude response of the (real-root removed) sum or difference filter is obtained by 2 direct
Fourier transform of the filter impulse response. The spectra of PP(z) and QQ(2) are computed at a 20
Hz interval from 0 to 4000 Hz. To simplify notations, let 8 = (x/4000X20). The amplitude response
of PP(z), denoted by PP(k), can be obtained from
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2
1

PP(k) = {E PP(j) COS[B(k-l)U-l)I}
je

J=l

2
11
. [E PP(j) sin(ﬂ(k-l)(j-l))} k=12,.., 200 (10)

where & is the frequency index (k = 1 means 0 Hz, k = 2 means 20 Hz, ... ), and j is the time index
(/=1 means ¢ = 0s,j = 2 means 125 gs, ...). Similarly, the amplitude response of QQ(z), denoted by
QQ(k), can be expressed as

2
11
QQ(k) = [E Q0(j) cosAk-1)(j-1 )l}

J~1
J=!

2
i1
. [E Q0() sin[8(k-1)(j-1 )1} k=12,.., 200. an

Both PP(z) and Q(Q(z) are even symmetric (see Table 3) with six unique time-'samplu. Thus, Egs.
(9) and (10) can be simplified to

2
6

PP(k) = {Z PP(j) CI'("J)}
jol

2
[ L
. [):.' PP(j) ST(k,j)} k=12, ..,20 . ° (12)
j-

2

6
QQ(k) = [E 10,010)] CT(k.J)}
Jel ‘

Jet

) 2
[
. {2 Q0() ST(kJ)} k=12 .., 200 (13)

where CTk, /) and STk, /) are cosine and sine values expressed by

CT(k,J) & cos[P(k-1)(j-1)] + cos[B(k-1X11-/)] for j = 1,2,3,4,5 a4)
@ cos(B(k-1)j-1)] for j = 6.
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ST(k.j) A& sin[p(k-1)(j-1)) + sin[p{k-1X11-j)] for j = 1,2,3,4,5 as
& sin[p(k-1)j-1)) forj = 6. ’

The total number of cosine or sine values equals the product of the highest frequency and time indices
(i.e., 200 X 6 = 1200). Among them, only 400 cosine and sine values are unique for a frequency
resolution of 20 Hz and speech sampling rate of 8000 Hz. To make the implementation simpler,
however, the entire 1200 cosine and sine values can be stored in sequence.

LSPs are the frequencies at which the amplitude responses of PP(z) or QQ(z) vanish. To determine
these frequencies, three consecutive amplitude values (4;, 4,, and Ay} are subject to a parabolic fitting
if the center value is lowest (i.e., A, < 4, and 4, < 4;). (See Fig. 2.) Let the equation of a parabola
that goes through these three spectral points be expressed by

Af) =af +bf + ¢ (16)

where a, b and ¢ are constants.

Let the coordinates of three consecutive spectral points be denoted by (1, 4,), (0, A,), and -1, A,)
Substituting these coordinates into Eq. (15) gives

Aj=~a+brc
Ay c
Ay =a-b-c. ("

From these three equations, 2 and b are obtained from

a = .54 =24, + A)
and
b= 54, - 4. (18)

At the peak or null of the parabola, the first derivative of A( f) with respect to frequency must be
zero. From Eq. (15), this frequency is expressed as

f = -ba. (19)

At f = f, the parabola is at the null (not the peak) because the second derivative of A( f) with respect
to f (i.e., 2a) is positive because 4; < 4, and 4; < 4, in Eq. (18).

Substituting Eq. (17) into Eq. (18), the null frequency in terms of three consecuuve spectral points
is expressed as

fo .5 (A - AN, - 24y + A)  for 4, < A, wd 4, < 4, @0
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Equation (19) is the amount of normalized frequency that must be shifted with respect to the center
frequency (see Fig. 9). Since one unit of normalized frequency corresponds to 20 Hz, the amount of
frequency that must be shifted from the center frequency is 20f Hz. Thus, a line spectrum frequency
is the sum of the center frequency and 20f Hz.

A parabola going through ~ Spectrum A,

three consecutive spectral ~ AD

poins (A1.A2.MA3) 3
Null freque Normalized Null frequency
dﬁmrvyuw Frequency () determined without
a parabolic fitting using a parabolic fitting

Fig. 9 — Estimation of LSPs by a parabolic fitting of three consecutive spectral valucs
(Ay, Az, and Ay) if A;<A, and 4;<A4y. For convenience, the origin of the frequeacy
axis is placed at the center frequency, and 20 Hz is normalized being unity.

LSP-10-PC Conversion

A set of LSPs can be converted to a set of PCs. The conversion algorithm can be derived in the
following manner. The transfer function of the sum filter in terms of LSPs is

s
P(z) = (1 + 2z TT 11 - exp(j6,) 27')l1 - exp(-j6,) z7] @
kel

where 8, is thé location of the lower frequency of the kth LSP. If a line-spectrum frequency is 0 Hz, then
6, = 0 rad; if a line-spectrum frequency is 4 kHz (half sampling frequency), thea 6, =  rad.

Likewise, the transfer function of the difference filter is

s
Q) = (1 -2 T 11 - exp(U6,) z7'M1 - exp(- ] 6,) 27') 2)

kel
where 0, is the location of the upper frequency of the kth LSP.

From Eq. (6), the transfer function of the LPC analysis filter in terms of the sum and difference filter
is

AQ) - U2 + 0@ @3)
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which is in the form of

AQ =1 vpzt v zte ey z® (24)
where u's are new coefficients of A(z). Comparing Eq. (3) with Eq. (22) indicates that

PCW) = -py. @s)

A Iypical LSP Trajectories i

LSP trajectorm of a spoken voice are computed by using the PC-to-LSP conversion algorithm and
are plotted in Fig. 10(a). From the same speech waveform, the spectrogram is also generated and plotted
in Fig. 10(b). As noted, there are similarities between them because both are frequency-domain
parameters. v

 Hearing Sensitivity to Frequency Difference _ !

An error in one line spectrum affects the all-pole representation of the spectrum :2a« “hat frequency!
[9]. Thus, LSPs can be quantized according to the frequency-dependent auditory perception;
characteristics. For example, the ear cannot resolve differences at high frequencies as accurately as it
can at low frequencies; thus, higher frequeacy LSPs may be quantized more coarsely than lower ones
without introducing audible speech degradation.

The amount of frequency variation that produces a just-noticeable difference of a single tone is.
approximately linear from 0.1 to 1 kHz, and it increases logarithmically from 1 to 10 kHz [15] (Fig. 11).
At NRL a similar relationship was obtained for a speech-like sound by using a pitch-excited LSP speech'
synthesizer, with one of the 10 line spectra mcrememally changed while the others remained equally
spaced (i.e., resonant-free condition). This result is also shown in Fig. 11. It is expected that the curven
of actual speech sounds would be located somewhere between these two curves. Figure 11 indicates tha;
the allowabie frequency difference near 4 kHz can be twice as large as that near 0 kHz. ‘
{

' Spectrol-Error Sensitivity of LSP

N According to our observation, there is as much as a 10-to-1 difference in the spectral-error sensitivityiv
" from one line spectrum to the next. Spectrally less sensitive line-spectra should be quantized
correspondingly more coarsely because they are less significant to synthesized speech. |

‘When each line spectrum is perturbed, there is a corresponding spectral error in the frequency
response of the LPC analysis filter A(z) appearing in Eq. (3). The spectral-error sensitivity is a factor
relating error in each line spectrum (in Hz) and the average spectral error in A(2) (in dB). To derive such
an expression, however, is untractable. Also, a cross-coupling of all line-spectrum errors into the overall
'spectral error makes the use of such an expression impractical. Therefore, a relationship that relates the
average spectral error A(z) to all of the line-spectrum errors (hence, including the effect of
cross-couplings) is derived numerically by using various speech samples.

There is no approximation in computing the average-spectnl error of A(z) from given line-spectrum
errors. However, to make the error expression simpler, it is necessary to impose a condition that each
line spec'rum have an error proportional to the frequency separation o its. closest neighbor. This
assumption holds well when tested with & variety of speech samples. Figure 12 is a resultant scatter plot.
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Fig. 10 — Comparison of LSP trajectorics and spectrogram derived from the same speech. As
noted, line-spectrum frequencies are close together where formant frequencics occur. Undistinctive
and fuzzy speech oflen lacks closefy spaced LSPs; warbling speech often has uneven LSP

trajeclories. We note that LSPs are effective speech parameters for diagnosing the cause of flaws
in synthetic speech. .
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Relative Hearing Sensitivity
to Frequency Ditference
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Fig. 11 — Relative hearing sensitivity to frequency difference. The resuls
using a singlc tone is taken from Ladefoged [1S]. The resukt usirg
pitch-cxcited sound was taken from Kang and Fransen [9]. In both caws,
relative hearing sensitivity decreased with increased frequency. This. figure
indicates that higher frequency LSPs nced not be quantized as socurately as
those of lower frequency.

30

g
»

(-] o O

Average Spectral Error (d8)

LSP Error (Percent)

Fig. 12 — Scatter plot of average-spectra! errors caused by the
individual LSP errors. According to listening tests, syathesized
speech is free from flutter if the average-spectrai error is limited o
approximaicly 2 dB. Thus, the allowable error in each LSP is
approximately 20% to its closest neighbor.
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According to listening tests, a 2 dB average spectral error is as big as one can tolerate. Thus the .
allowable-frequency tolerance of each line spectrum, as obtained from Fig. 12, is approximately 20% of
the frequency separation to its closest neighbor.

Just-Noticeable LSP Difference '

Because the human ear is msensmve to small dlffetenm in frequencies, each LSP has an allowable
frequency tolerance (Fig. 13). If two LSP-sets have each LSP member fall inside their respective
tolerance, then the two LSP sets can be' treated as equivalent. This property is to be used later for vector

quantization. |
|
j

I‘-zmz
P%FF"I—! -f W- |l—.——HF4

Fig. 13—quumcytolcnncemuudw:hlmcspecuum Wheneuchhnelpewumudmurbed
mlhmmwbnm,lhesynuﬂuedapeechwundsmdm F, is the &h line spectrum
arranged in ascending order: F, < Fy € ... < Fy € ... € Fiq. As shown in Fig. 14, the
sllowable tolerance of cach line spectrum (AF,) is approximately 20, 30, and 40%, for the line
spectrui., ocated below 1 kHz, between 1 and.2 kHz, and sbove 2 kHz. If the LSPs are perturbed
by this amount from frame 10 frame, the resultant speech will not be degraded significantly.

The magnitude of LSP tolerance (shown in Fig. 13) can be established by using the effect of the
hearing sensitivity to frequency difference (Fig. 11) and the spectral-error sensitivity of LSP (Fig. 12).
The result is plotted in Fig. 14. To verify the validity of this relationship, we synthesized speech while
perturbing each line spectrum by the amount defined in Fig. 14. We noticed that synthesized speech
contained a just-perceivable amount of flutter.

sor

1
& !
$ga ¥
2O9a
a3% 2
_Jgg
%ﬁs 10}
gso
| i i i
0 1 2 3l 4
Frequency (kHz)

Fig. 14 — Allowable frequency tolerance of each line spectrum
based on both car's sensitivity to frequency differences and the
spectral-error sensitivity of the LSP for a 2 dB average. This figure
applics o the {irst through tenth LSP frequencies; therefore, AF is
fres from index k. This relationship becomes vital to vector
quantization of LSPs. :
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Bit Assignmeats

The single most critical factor for the 'design of an 800-b/s vaice processor is the bit assignments for
speech parameters because the total number of bits available to encode speech information is-only 16 bits

== --- B perframe (or 32 bits per two frames), as noted in Table 4. To encode speech parameters efficiently, we
: take the following new approaches:

¢ Joint encoding of parameters from two adjacent frames — We traasmit two sets of

" parameters for two frames as a unit, except for the pitch period. By u:ansmmmg two
frames of data as a unit, we can use the parameter correlatioa existing in two adjacent
frames. For example, we cannot change our speaking volume from the maximum to
minimum over one frame of time (20 ms). Hence such a transition can be: eliminated
from the coding of amplitude information. A similar argument holds for spectral
parameters (i.e., LSPs). We discuss more about this later.

e Speech-spectrum-dependent voicing decision — Customarily, voicing information is
encoded in one bit. In our approach, the voicing information is embedded in the spectral
parameters. For a given LSP set, the voicing decision is predetermined; no voiced
speech is without the first formant frequencies. In essence, the presence and absence. of
the first formant frequency determines the voicing state. To avoid catastrophic error, we
designate the voicing decision into one of the 16 possible states: 0 indicates totally
voiced, 15 indicates totally unvoiced.

Table 4 — Bit Assignments for 800-b/s Voice Encoding

General Information

Sampiling rate 8kM:-1£0.1%
Data rate 800 /s
Frame size 20ms
Frame rate 50 Hz
No. of bits per 2 frames 32 bits - _
Encoded Parameters Per Two Frames
Fier and voicing | Line-spectrum pairs 17 bits
parameters (with vcicing inflormation)
Excitation-signal | Amplitude information 9
parameters pitch period 5
Other Synchronization 1
‘ TOTAL 32 bits per two frames

As usual, a synchronization bit is an alternating 1 and 0 separated by 31 bits. We describe encoders
and decoders for other paranieters in subsequent sections. How to encode pitch, amplitude:information,
and LSPs are critical issues in the 800-b/s LPC, and they are also discussod.

Pitch Encoder/Decoder

The pitch period is encoded into one of the 32 steps for pitch periods fron: 20 to 120 speech sampling
intervals (Table 5). The pitch resolution is 12 steps per octave (equi-tempered chromatic scale). As
noted in Table S, the upper limit of the pitch period is 120, which corresponds to the fundamental pitch
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frequency of 66.67 Hz. This is not a serious limitation because the average pitch frequency for male
voices lies between 100 to 130 Hz, and the male pitch frequency seldom drops below 66.67 Hz.

Table 5 — Pitch Encoding/Decoding Table. Pitch periods of 20 and 120
correspond to the fundamental pitch frequencies of 400 Hz and 66.666 Hz,
respectively. As noted, the pitch resolution of the 800-b/s LPC is as good as that
of the 2400-b/s except that the low end of pitch range is curtailed.

Pitch | Pitch | Decoded Pitch | Pitch | Decoded Pitch | Pitch | Decoded
Period*] Code | Pitch Period*} Code | Pitch | | Period*| Code | Pitch
20 0 20 40 12 40 80 24 80
21 1 21 42 13 42 84 25 85
22 2 22 44 14 44 88 26 90
23 3 23 46 15 47 02 26 90
24 4 24 48 15 47 06 27 05
25 5 26 50 16 50 100 28 101
26 5 26 52 17 . 53 104 28 101
27 6 28 54 17 53 108 | 29 | 107
28 6 28 56 18 57 112 30 13
29 7 30 58 18 57 116 30 113
30 7 30 60 19 60 120 31 120
31 8 32 62 20 63 124 31 120
32 8 32 - 64 20 63 128 31 120
33 9 4 66 21 67 132 31 120
34 9 34 . 68 21 67 136 31 120
3s 10 36 70 2 71 140 3t 120
36 10 36 72 22 71 144 31 120
37 1 38 74 23 5 148 31 120
38 1 38 76 23 75 152 3t 120
a9 12 40 78 24 80 156 31 120

*Pitch values allowed by the 2400-b/s LPC.

Amplitude Encoder/Decoder (Vector Quantizer)

The amplitude parameter is the root-mean-square value of the speech waveform computed for each
frame. We vectorially quantize two consecutive amplituda parameters into one index. In this way,
improbable amplitude transitions are eliminated from the coding table to achieve more -efficient
quantization. To perform vector quantization, we initially quantize the individual amplitude parameter
independently into one of 26 amplitude levels listed in Table 6.

Table 6 — Individually Quantized Amplitude Levels from Two Consecutive Frames

(Al and A2) and Amplitude Index

Amplitude
Index

1234 5 6 7 8 91011 1213141516 17 8 19 2 21 2 283 24 25 26

At orA2

0258 1 141720&28_334251627693-11313816520681307375459561656

Among 767 (= 26 X 26) possible amplitude transitions, only 512 are sighiﬁcant according to
extensive analyses of various speech samples. Table 7 shows the population counts of two amplitudes
(Al and A2) for the amplitude levels specified in Table 6. . : :
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Table 7 — Statistics of Amplitude Parameter Transitions over Two Consecutive Frames. This table lists
the number of amplitude transitions from one frame to the next (i.e., Al to A2). As noted, some
amplitude transitions doe not occur in actual speech samples. The allowable amplitude transitions are

contained in the shaded area. Thus, by vectorially g .«ntizing Al and A2, we can reduce the number of

bits to encode the amplitude parameter.

A2
Al 1 2 3 4 5 6 7 8 9 10 1 12 13 14 15 16 17 18 19 26 21 2 2B 24 5 %
1 114308 313 83 60 45 34 31 32 33 41 41 S0 34 17 14 18 7 S 3 2}0 0 0 0 O 0
2 S80 837 124 45 39 27 18 16 21 26 22 23 23 1?3 N 9 2 3 + 4 oo v 0 O 0
3 114 360283 81 44 25 20 14 16 23 24 14 19 0 6 6 13 &4 1t @ o0 © 0 O o
4 45 130 181 156 72 28 19 19 16 14 11 13 17 12 15 8 4 * t 1 olo o O 9
[ 33 60 116 130 127 48 28 32 21 24 28 15 19 20 13 19 § 2 4 0 ofo0o o 0 o0
6 19 49 S0 88 78 72 53 30 28 23 16 26 15 8 177 7 11 5 ¢t O O O] O 0 O O
7 18 32 35 61 62 69 456 27 33 16 18 21 19 (7 10 4 7 5 2 1t t OfO0 0 0 0
8 1 25 24 37 39 57 52 48 33 35 25 32 26 24 15 6 S5 3 S5 2 O 210 0 O 0
9 8 21 24 28 43 54 52 52 V7T St 49 38 26 27 19 @6 2w S5 2 ¢ o o0 o0 O o
10 9 18 26 22 42 40 S5t 60 83 99 66 S6 33 33 23 25 4 14 4 I o0 o)Jo o 0 o
1 4 19 29 26 20 30 32 47 81 11S 127 100 62 58 32 32 220 19 1 9 1 of 0 0 O o
12 3 19 21 15 24 30 20 44 48 89 153 165 110 86 75 45 37 2 13 S 3 o0 0 O 0O
13 1t 7 16 19 11 17 29 290 33 64 ©4 191 203 127106 60 26 21 15 7 8. 2 oloO0 O o
1 0 9 11 10 1 14 16 13 38 40 67 140 199 201 162 00 6@ 38 6 ¢ 6 3 3j0 0 9
15 1 4 7 5 18 9 12 13 18 27 S8 66 127 264262 196 112 68 7 7 1 8§ o0jo0 O O
16 0 3 4 7 10 11 13 14 19 24 42 S3 79 114270 344 222121 68 W W & 1]0 O o
17 1 1+ 2 4 4 6 § 8 10 14 28 36 58 75138208 3806182 00 44 24 11 3]0 0 o
T 0o]Jo 1 8§ 2 3 2 5 4 4 12 19 33 53 119 283438 203 768 26 12 4 O 2|0
19 0 O|1 2 8 2 o0 2 2 S 9 12 16 18 20 47 962935 428181 60 14 4 1 Ojo
20 0 o of1 0 2 2 ¢ 3 2 & 2 5 11 10 24 29 64 263367 18 2 6 2 Ojo
21 06 o o]t 0o 0 0o 0o 2 0 2 3 2 6 2 11 &8 31 65196 M 112 2 4 00O
2 0 0 0 0 0 0 0 o0 0 O|1 2 2 1 4 6 4 & 18 20 124 231 55 4 2]0
2 0o 0 0 0 0o 0 o o o0 olt o o o0 O 1 t 2 3 10 6 78124 28 1}o0
24 o 0 6 0 0 0 o0 0 0 0 0 0 0 o0 O O 0 0|3 2 2 4 24 723
25 0 0 0 0 0 0 0 0o 0 0 0 o0 0 0:1 0 00 0 0 O0f2 3 3 &2
2 0o o 0 0 0 0 o 0 0 0 06 o0 o 0-0 1 0 0 0 O ‘0 O OfJ1 23

Good amplitude resolution is highly critical to speech intelligibility. By performing vector
quantization we can achieve an amplitude quantization at 4.5 bits per frame, which is nearly as good as
the five-bit amplitude quantization of the typical 2400-b/s LPC. A saving of a half bit per frame is
significant to the implementation of an 800-b/s processor because the total number of bits per frame is
only 16. Table 8 is a vector quantization table for two sets of amplitude parameters.

LSP Encoder/Decoder (Matrix Quantizer)

Encoding filter coefficients is critical to the overall speech quality and intelligibility. As stated
previously, the 2400-b/s LPC uses 41 bits to encode 10 filter coefficients for each frame, where we have
only 17 bits to encode LSPs over two frames (see Table 1). Therefore, much of our research effort has
been concentrated on efficient encoding of the filter coefficients.

Previously, pattern matching (often called vector quantization) of filter coefficients has shown
remarkable results [9, 15, 16]. In this approach, speech is synthesized from the filter coefficients selected
from the reference templates that are free from nonspeech sounds. We again use a similar technique but
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Table 8 — Coding/Decoding Table for Two Amplitude Parameters (A1 and A2)

A1l A2{Code | | A1] A2|Code] |A1| A2|Coda| [A1] A2| Codel [A1| A2 |Codel | A1 | A2 [Code
1] o 1} a1 1] 84 1] 128 1172 11216
21 1 2] a2 2| ss 2| 129 2173 2| 217
3| 2 3| 43 3] 86 3] 130 3| 174 3] 218
4| 3 4| 44 4l a7 4| 131 4175 4} 219
s| a& s| 4s 5| 88 5| 132 s{176 s | 220
6l 5 sl 48 6] 89 6] 133 6| 177 8 | 221
71 6 7| 47 71 % 71134 7] 178 71| 222
8| 7 8] a8 8| o 8| 135 8] 179 8| 223
t] 9] 8 3] 9] 49 s| 9] s2||7]| 9|136]]9| 9j1so] |11} o] 224
1] o 10] 50 10| o3 10 137 10] 181 10] 225
1] 10 1] s1 1] 94 11] 138 11 182 11| 226
12] 11 121 s2 12] o5 12| 139 12] 183 12 ] 227
13] 12 13] 53 13| 9 13| 140 13] 184 13| 228
14] 13 14 54 14] g7 14] 141 141 185 14 | 229
15) 14 15] s5 151 o8 15| 142 15| 186 15 | 230
16| 15 161 s6 16] 99 16| 143 16] 187 16 ] 231
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Table 8 (Cont’d) — Coding/Decoding Table for Two Amplitude Parameters (A1 and A2)

A1| A2|Code| |A1] A2[Code| |A1 ] A2]Code| A1} A2]Coda] IA1] A2 |Cads| {A1] A2 Codel
1] 260 1 |306 1] 352 3] 399 3l 444 11 |48t
2] 261 2 |307 2| 3s3 4] 400 5} 445 12 |482
3| 262 3 [308 3] 354 5| 401 6| 446 13 |483
4| 263 4 |309 4| 3s5 6] 402 7] 447 14 |484
5| 264 s |310 5} 356 7| 403 8] 448 15 |485
6| 265 6 |311 6] 357 8] 404 ol449| 16 | 486
7] 266 7 |a12 7] 3s8 9| 405 10] 450 17 487
8| 267 8 313 g 3323 10} 406 11} 451 18 | 488
9| 268 9 |314 11} 407 12} 452 19 |489

130101 250] |'3]10 |31s | |'7 | 10] 361 |19} 12| 8] {2*} 13} 4s3| |®] 20 |90 I
11} 270 11 | 316 1] 362 13] 409 Hfasa | 21 |491
12| 27 12 |317 12| 383 14} 410 15} 455 22 492
13| 272 13 |318 13} 364 15{ 411 16| 456 23 {493
14| 273 14 {319 14} 365 16] 412 17| 457 24 494
15 | 274 15 |320 15 | 366 17| 413} 18] 458 25 495
16| 275 16 |321 16 367 18| 414 19} 459
17| 276 17 |322 17} 368 19] 415 20| 460 19 |46
18| 277 18 |323 18 | 369 20{ 416 2t] 461 20 {497
19| 278 19 | 324 19} 370 21| 417 2| 462 21 {498
20 279 20 | 325 20} an 22| 418 23| 463 | [24]22 |409
21| 280 21 | 326 21| 372 23| 419 24 464} 23 |s00
22| 281 22 | 327 22| am3 24} 420 251 465 24 |s01
23| 282 23 | 328 23| 374 25| 421 25 {502

11 | 466 26 |s03

1] 283 1]{329 21375 4] 422 12 | 467

2| 284 21330 al 376 s| 423 13 J468 | 22 |s04

3] 285 3}{3aNn 41 377 6| 424 14 1469 | 23 |505

4| 286 4332 M KL 7] 425 15 {470} |23] 24 |s06

5| 287 51333 61 379 8] 426 16 | 471 25 lso7
1af 8 288 l16| 6334 18] 71380| [20] 9] 427] |2 }17 | 472 26 |s08

7] 289 71335 8] 381 10} 428 18 | 473

8| 290 8336 9| 382 11| 429 19 [ 474 |26] 24 |509

9l 201 91337 10| 383 121 430 20 l475 25 |s10

10| 292 10338 11| 384 13] 431 2t {478 26 |s11

11} 293 11]339 12] 385 14] 432 2larl |

12| 204 12| 340 13| 386 15| 433 23 | 478 ‘

13| 295 13| 341 14 ] 387 16| 434 24 [ 479

141 296 14342 151{ 388 171 435 25 {480 ‘

15| 207 15343 16 | 389 18] 436

16| 298 16344 17] 3%0 19} 437

17| 299 17| 34s 18] 391 20} 438

18| 300 18] 346 19| 392 211 439

19| 301 19| 347 20 393 22) 440|

20| 302 20| 348 21 394 23| 44t

21| 303 21]349 221 395 24] 442

22| 304 22| 350 23| 39 25] 443

23| 30s 23| 351 24| 397

25| 398
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take it one step further. We apply a pattern matching technique for jointly encoding filter coefficients
from two adjacent frames. In this way, we not only eliminate nonspeech sounds from encoding, but we
also eliminate improbable filter coefficient transitions across two adjacent frames. In essence, we perform
two-dimensional vector quantization (matrix quantization). The basic method of matrix quantization is

similar to vector quantization except that we jointly quantize 20 line-spectral frequencies (10 from each
frame). ' :

LSP Template Collection )
We generate a representative number of LSP templates by analyzing many representative voice
samples. LSP templates are generated by the following steps:

Step I: The first incoming LSP matrix (two LSP vectors from two consecutive frames) is the first
LSP template, and it is stored in memory.

Step 2: The second incoming matrix is compared with the stored template. If all the incoming LSPs
fall into the tolerance of the respective LSP members of the template, this incoming LSP
matrix is regarded as being the same family, and therefore it will be discarded. Otherwise,
it will be stored as a new template.

Step 3: Step 2 is repeated until the maximum allowable template size (i.e., 2!7 = 131,072) is
reached. Actually we collest more than the maximum number, pending elimination of
least-frequently-used templates later on to meet the required maximum template size.

A similar template collection approach has been used in our previous 800-b/s voice processor that
achieved a DRT score of 87 [9]. Likewise a similar approach was also successfully used by Gold {16]
for the channel vocoder, and Paul [17] for the spectral-envelope-estimation vocoder. We did not consider
updating speaker’s templates during communication because it is not a viable approach for the tactical
voice terminal where the average duration of tactical voice communication is on the order of a few
seconds.

The intelligibility of synthesized speech will be low if the reference templates lack a variety of voice
characteristics. If so, new speaker's parameters will be far outside of the hyperspace defined by the
templates. Therefore, the resultant speech quality will be poor. No speech improvement is expected by
clustering or reclustering templates. What is desirable is to spread out the parameter space as much as
feasible by introducing distinctly different voice parameters during template collection.

LSP Template Storage in Tree Arrangement

An exhaustive search of 131,072 LSP templates in two frames cannot be performed in real time with
present-day hardware. Thus, the templates must be partitioned in such a way that only a fraction of the
total templates are searched. We present a method of LSP template partitioning where the maximum
number of templates in any one group is only 2048.

{A) Initial Partitioning

Since each LSP template has two voicing decisions associated with it, we initially partition LSP
templates into five cases based on the voicing transition over the two frames. We use a 16-level voicing
decision with a range from 0 to 15: 0 and 15 imply totally voiced and totally unvoiced, respectively.
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Case 1. Tctally unvoiced to totally unvoiced (vl=v2=15). This case includes fricatives,
plosives, and silence. The number of templates is 1024, which can be searched exhaustively.

Case 2. Both frames are partially voiced (152v!>0and 152v2>(0). This case is divided into
four groups (each having 2048 templates) based on the voicing decision levels (Fig. 15).. The
2048 templates in each group can be searched exhaustively.

Case 3: The first frame is totally voiced and the second frame is not totally voiced (vl =0 and
v2#0): This case is for the trailing end of words or phrases. The template size is 2048, which
can be searched exhaustively.

Case 4: The first frame is not totaliy voiced but the second frame is totally voiced (vl #0 and
v2=0): This case is for speech onsets and is critical to speech intelligibility. There are 16,384
LSP templates included here that need further partitioning.

Case S: Both frames are totally voiced (vl =0 and v2=0): This case is for vowels. There are
103,424 LSP templates here that will require further partitioning.

@ '{,::B Voicing Decision of Second Frame U:‘::g:d
vi 0 1 2 ... 8 ... 13 4 15
0| Cases Case 3 :
(103,424) (2048)
-
©
5 2
E° Caso 2A Case 2B
s (2048) [
$ . |aesse
'§13 Case 2C Case 2D
'>14
Casel
15 , (1020

Fig. 15 — The first-stage LSP templale pertitioning based om voicing
transitions. The number of templates in each case is given inside the bracket.
These figures are based on speech sampies of 420 speakers uttering 8 sentences
cach, excerpted from the Texas Instrument - Massachusctts Instituie of
Technology (TIMIT) Acoustic-Phonetic Speech Data Base [18]. The LSP-
templates for cases 1, 3, and S (boxes with lighter shade) cam be scarched
exhaustively, but the LSP templates for cases 2 and 4 (boses with darker
shade) must be partitioned further.

(B) Further Partitioning Based on Closely Spaced Line-Spectral Frequencies

. We have 16,384 LSP templates for Case 4 and 103,424 LSP templates for Case 5. They must be
further partitioned. These LSP templates represent voiced speech (vowels) where resonant frequencies
are critical to speech intelligibility. We group LSP templates of similar spectral characteristics. In other
words, LSP templates obtained from, for example, /i/ will not be grouped with LSP tempiates obtained
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from /u/. Template grouping in terms of similar spectral characteristics can be exploited to improve
tolerance to bit errors because an error in the least significant bit will result in a template with a similar
sound. To achieve our objective, we define the index of line-spectral frequency separation:

e Let line-spectral frequencies be denoted by f;, f3, ..., fio where f; < 4 <, ..., < fio,
as illustrated in Fig. 16.

¢ Note that the frequency separation between f; and f; does not fluctuate greatly within the
voiced region. Thus, we will not incorporate f; and f; in the LSP template partitioning.

e Similarly, the frequency separation between f; and f;, does not fluctuate significantly.
Thus, the separation between f, and fi, will not be exploited in the LSP template
partitioning.

o If the frequency separations between f; and f; and between f; and f;q are a0t considered,
there are seven possible frequency separations remaining, as indicated in Fig. 16. The
ith frequency separation is defined as

& =fo-fuy i=12,..,1

The index corresponding to the smallest Af; is dependent on the vowel (see Fig. 1o for example). We

will use as many as four sets of closely spaced frequency separations io partition LSP templates for Case
5.

Vowel in "sasy” Vowel in "way”
| 4ty 6 smalest | al, ® smalest
Hare s an sasy way.
Ve Yane Yane' AT
=4 1, ThelastLSP s
-
I
F ey
g 2 frequency
separations
1
é ) '3 Af‘
3
E - ; HThe wratLsPis
0 1 g 1 i - 14 not considered
0 0.25 0s 0.75 1.0 125

Time (s)

Fig. 16 — The LSP trajectorics for “Here is an casy way.” As noted, the first and last LSPs are not very sensitive
1o speech coment. Therefore, we will not use these two LSPs for template partitioning. As illustrated earlier in Fig.
10, closely-spaced line-spectrum frequencics are located near specch resonant frequencics. Since éach line-spectrum
frequency is distnbuted over s limited frequency range [9], the indices of the three or four closest line-spectrum
frequency seperations charscterize vowels adequately for template partitioning.
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Further LSP Template Partitioning for Case 4

The voicing transition is from partially voiced to totally voiced (vI #0 and v2=0). The total number
of LSP templates is 16,384 (Fig. 15). Since only the secoad frame is voiced, we use the indices of the
two closl:a spaced line-spectral frequencies of the second frame to partition LSP templates. Figure 17
shows LSP templates stored in a tree arrangement for Case 4.

L
5 .
; , Indices of Two Closest Numbes
P Frequency Separasions {;‘:’,..,..‘.'
| .

§

Case 4
i viseOandv2a=0

Fig. 17 — LSP partition for Case 4 where the firt frame
is not totally voiced, but the d frame is totally voiced
(vl 20 and v2=0). There are 21 possible combinstions for
choosing two out of seven frequency scparstions. The
partition size for each of the 21 possible groupe is listed in
the right-hand column. In one group, the template size
reached 2172 which was clamped to 2048.

K}
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Further LSP Template Partitioning for Case 5

“Case § is where the voicing decisions for both frames are totally voiced (v1=12=0). Thus, Case 5
represents vowels in both frames. If the speech is a sustained vowel over the two frames, the indices of
the closely spaced frequency separations will be identical in both frames. For transitional vowels, they
are expected to be different. According to our analysis data, the number of templates from sustained
vowels is approximately one order of magnitude greater than the number of transitional vowels. Since

there are more sustained vowels, we will successively sort out sustained vowels based on the degree of
stationarity. ‘ '

Figure 18 is a tree diagram of further partitioning of LSP templates for Case 5. Initially, we separate
LSP templates for the cases where indices of the four closest frequency separations are identical in both
frames. We repeat a similar partitioning by using three and two indices. The LSP templates that failed
the above three sequential tests are probably transitional vowels. They will be partitioned into a
two-dimensional matrix made of 7 X 7 elements by using the index of the minimum frequency separation
from each frame. Note that in this final sorting, the index of the minimum frequency separation from
frame 1 may be different from that of frame 2.

LSP Template Matching

The incoming LSP matrix (LSP sets from two adjacent frames) are compared with all of the LSP
templates (each template is likewise made of two LSP sets). The index corresponding to the closest
match is transmitted. We use the error criterion expressed as the sum of the absolute vaiues of weighted

differences between two sets of LSP matrices, {F,} and {F,}, each composed of 20 line-spectrum
frequencies. Thus,

20
dF, F,) =Y |w) IF, @ - Rl (26)
i=}
and
20
dF,, F) = Y Iw0) [F, @) - F,l @n

-

where w,({) and w,(i) are the weights of the ith line spectrum of {F,} and {F,}, respectively. The
magnitude of the weighting factor is inversely proportional to the LSP tolerance (AF) (i.e., closely spaced
and low-frequency line spectra are more heavily weighted). For each comparison of two LSP matrices,
we generate two-way errors based on both Eqs. (24) and (25); then we choose the largest error of the
two. We compute the weighting factors beforehand and store them with the LSP templates.

S. INTELLIGIBILITY TEST SCORES

The Diagnostic Rhyme Test (DRT) evaluates the discriminability of initial consonants of monosyllable
rhyming word pairs. For many years, DRT scores have been widely used as a diagnostic tool to refine
voice processors. Likewise, it has been effectively used to rank several competing voice processors. Over
the years, an extensive amount of DRT data has been collected from different voice processors under
varied operating conditions. According to our experience, DRT scores are dependable (i.e., scores are

repeatable under retesting), and they often reveal latent defects of synthetic speech that are not easily
discernible through casual listening.
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Table 9 — Final LSP Template Partitioning of Case 2. LSP templates
which failed three successive tests (see Fig. 18) are grouped based on the
index on the minimum frequency separation. The figures are the total
number of LSP templates in each group. When the numbers exceeded
2048, they were clamped to 2048. The total number of LSP templates
is 32,169.

Index of Minimum Frequency Separation (Frame #2)
1 2 3 4 5§ | 6 7

1 565 3s8 219 as9 139 160 152

2 222 | 2048 397 674 578 | 315

3 197 1175 1333 | 1007 | 1434 541

4 282 253 2048 609 838 636

s 114 “7 463 | 1447 412 | 252

6 172 a7s 516 | 438 | 204e | 283

Index of Minimum Frequency
Separation (Frame #1)
AHHEHBEHE

7 138 218 426 218 266 944

If speech is severely der-aded, however, additional tests may be needed because speech with poor
DRT scores (i.e., below 70) can still be functional if the contextual information is limited. If the listener
understands the topic of conversation, operating environment, nature of mission, etc., he (or she) can
anticipate or predict the message; thus, communication may be feasible even if the intelligibility of the
voice system is rather low. In this case, word discrimination tests may be more meaningful than initial
consonant discrimination tests such as DRT. We tested both for our 800-b/s voice processor. '

Diagnostic Rhyme Test

Based on the 800-b/s voice processor described in the preceding sections, we ran several DRT tapes
(Table 10). Three male speakers (CH, LL, and RH) are used for this test. As far as we can determine,
these are the highest DRT scores for any 800-b/s voice processor. For comparison, DRT scores for the
latest 2400-b/s LPC (LPC-10e) are also entered in this table. Run 1 had a one-way error criterion; Run
2 used a two-way error criterion expressed in Eqs. (24) and (25); and Run 3 performed a tree search.

We can summarize a few significant points from these intelligibility scores:

¢ The 800-b/s voice algorithm consistently scored 92 when using the DRT under slightly
different test conditions. Since we have performed and scored over a time period of
several months, the stability of the algorithm performance is remarkable.

® The strength of the 800-b/s algorithm lies in the attribute sibilation. The algorithm
discriminated the following word pairs more successfully than the 2400-b/s LPC:

ZEE - THEE JILT - GILT JEST - GUEST
CHEEP - KEEP SING - THING CHAIR - CARE

k7
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Table 10 — DRT Scores of the 800-b/s Voice Processor

DRT Attribute 800 bvs 2400 bls
W1 |2 | 1 | LPC10e
- Distinguishes A/ from /v,
Voicing /d/ from W, M from A, etc. 96.9 1 97.4 | 95. 95.1
Nasaity Distinguishes /n/ from /d/,
/m/ from o/, etc. ' 96.1 | 95.1 1 969 96.9

. Distinguishes A/ from /p/,
Sustenticn Mo/ from N/, A/ from /8/, elc. 86.7 | 875 | 828 88.3

Distinguishes /¢/ from /9 /,
Sibilation /f 1 from /d/, etc. 964 |982) 956 | 93s
Graveness | Distinguishes /p/ trom ,

M/ from /d/, /o from /rv, etc. 81.5 1805 | 799 87.0

Distinguishes /g/ from /d/,
Compactness A trom W/, /ff trom /s, etc. 95.11953 1 974 964

TOTAL 821 | 23] 912 929

® The weakness of the 800-b/s algorithm lies with the attribute graveress. The following
word-pairs were difficult for the algorithm:

PEEK - TEAK BID - DID BANK - DANK
FAD - THAD WAD - ROD MOON - NOON
YIELD - WIELD GILL - DILL KEY - TEA
HIT - FIT KEG - PEG SHOW - SO

¢ In our 800-b/s voice processor, the voicing decision was attached to each LSP template.

In other words, for a given spectral envelope, the voicing decision is predetermined.
e Although for some cases this may not be a good procedure, this is an approach that
h, should be studied more. '

® For the past 10 years, intelligibility of 800-b/s voice processors has improved 10 points
(Fig. 19). The improvement of intelligibility is in part contributed by the availability of
powerful signal processors in recent years. Now we can perform pattern matching with
the number of templates in the several thousands.

1CAO Phonetic Alphabet Word Test

Recently, Astrid Schmidt-Nielsen of NRL made a study to provide a better understanding of the
effects of very degraded speech on human communication performance [19]. In particular, she related
DRT scores to the discrimination scores of the International Civil Aviation Organization ICAQ) phonetic
alphabet words (ALPHA, BRAVO, CHARLIE, etc.). She noted that the word intelligibility based on
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Topic o ths repart
94 7 Our 800-b/s system is nearly
o2 — Very Good (1990) as good as current 2400-b/s LPCs’LPC-l 0o @ (1990)
90 =
| Ged LPC-10® (1980)

Speech Intelligibility

800

Data Rate (b/s) 2400

Fig. 19 — >DRT improvements in the 800 and 2400-b/s voice-processing slgorithms over the past 10 years.
This chart demonstrates that long-term rescarch can steadily improve speech intelligibility. Now the
intelligibility of an 800-b/s voice processor can be calied "very good.”

a distinctive vocabulary like the ICAO phonetic alphabet remains rather high even when DRT scores fall
into the poor range.

We used the source tape consisting of two male and two female speakers, each uttering 26 ICAO
phonetic alphabet words and the names of the first ten digits (zero to niner), which are repeated in three
different randomized sequences. Thus, the total number of word pairs in the source tape is (4 x 36 X
3 = 432 words). Similar to the evaluation of DRT scores, the ICAO phonetic word test scores are
evaluated by a third party who is not associated with the authors’ voice processor development. The
scores are plotted in Fig. 20.

6. CONCLUSIONS

After nearly a decade of research and development, we were able to generate 800-b/s speech that can
be classified as “very good” speech. Speech intelligibility of our 800-b/s voice processor exceeds that
of the 2400-b/s LPC of a few years ago (viz., ANDVTs that are being widely deployed to support tactical
voice communication).

The factors that most contributed to the high intelligibility are: choice of a 20-ms frame, vector
quantization of two sets of amplitude parameters, and matrix quantization of two sets of LSP vectors.

We expect that very-low-data-rate veize procmors' will be increasingly used to enhance bit-error
performance, low-probability of interce t, and narrowband voice/data integration.
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Fig. 20 — ICAO phenetic alphabet word score for the 800-b/s LPC discussed in this report. For
reference, similar scores of unprocessed specch and an carlier 2400-b/s LPC arc also plotted for
reference; they were collected by Schmidt-Nielsen [19], used by permission. This figure implics
that the users of our 800-b/s voice processor probably recognize all the ICAQ words in benign
operating environments. ‘
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